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JOB NO.
NA

THOUSAND TRAILS / SOLEDAD CANYON
4700 CROWN VALLEY ROAD, CA

For

SURVEYORS

ENGINEERS
1402 D STREET, MARYSVILLE, CALIFORNIA 95901

EQUA ENGINEERING

CONSULTANTS

o

= Project
Thousand Trails Soledad Canyon RV Park Effluent Flow Rates and Septic Tank Quantities and Volumes 3 LA COUNTY Engineer:
_ Project:
Number of Flow Rate Per |Tank Size Required| Total Volume of Septic Tank Volume SOLEDAD CANYON
Septic Section | RV Sites Permitted | Location [Gall/Day) (Gallons) Tanks per Site (Gallons) |Number of Tanks| Meets UPC THOUSAND TRAILS RESORT
A 53 6,300 6,225 18,000 5 Yes e 4700 CROWN VALLEY RD
B&C 268 r 21,350 17,588 25,000 5 Yes P osan 1o ACTON, CA
K 296 22,600 18,075 25,000 5 Yis 9 g Plans Accepted:
M a2 4,200 4,275 5,000 1 Yes A
N 210 21,000 16,875 20,000 4 Yes S
P&Q 115 11,500 9,750 10,000 2 Yes )
Laundry Room o = : 6,000 2 Yos
Total Flow 88,050 | Total Number of Tanks 24

YON ROAD

Motes:

The section number counts are reflected in the attached site map.

'Cabins have no washer machines and are similar to RV usage and calculated at 100 gpd.
fﬂécﬁdn A includes, Pool House, Lodge, Dump Station and Office with Welcome Center
Site B and C are together since there are no full hook ups in C area and the bathrooms drain to area B

Site B has 171 RV Sites and Site C has 97 Tent Sites. The tent sites flows are calculated at 50 gallons per tent site.
Area P and Q are toghether since they both drain to the same leach field area and the bathroom drains to section P tanks.
‘Tank Volume required in excess of 1500 gallons using equation ((Flow Rate) x (0.75)) +1125

"CAN)

PROPERTY LINE +

PROPERTY LINE 4

GENERAL NOTES::

EXISTING SEPTIC TANKS ARE 5,000 GALLON TANKS. THE SEPTIC TANKS
DRAIN INTO LIFT STATIONS WHICH ARE TYPICALLY PUMPED TO VALVES
WHERE THE FLOWS CAN BE SPLIT IN EACH ZONE. THE LEACH LINES SHOWN
ON THESE PLANS ARE IN THE GENERAL LOCATION AS LOCATED BY
MAINTENANCE STAFF, THE EXACT SIZE AND NUMBER OF LINES IS UNKNOWN.
THE VALVE BOXES CAN BE LOCATED IN THE FIELD FOR THE MOST OF THE
ZONES. THE SEPTIC TANKS ARE USED FOR SETTLING OF SOLIDS AND THE
LIQUIDS ARE GRAVITY FED TO LIFT STATIONS WHERE THEY ARE PUMPED TO
LEACH FIELDS AND CONTROLLED BY VALVES TO SEPARATE ZONES
MANUALLY. ALL CONSTRUCTION WAS DONE WITH PERMITS THEREFORE ALL
BUILDING, WATER LINES AND UTILITIES MEET REQUIRED SEPTIC SYSTEM
SETBACKS DURING PERMITTING AND CONSTRUCTION.

OVERALL SITE PLAN
SCALE 1" =300 EXHIBIT 1

ORIGINAL SCALE IS ININCHES | . . . TOTAL SHEETS 1 SHEET No 1
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